
7 1/8"

4"

7 1/8"

4"

57"

57" (width is adjustable based upon TV model )
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Rixos-H2 - Dimension Drawings



On-Wall Concealed 
See sheet A 12.2 for installation details

On-Wall Visible
See sheet A 12.3 for installation details

In-Wall 
See sheet A 12.4 for installation details
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Rixos-H2 - Installation Options



Top View Shock mount bracket. Use 3 per 
speaker. 2 on top, and 2 on bottm. 
Pilot holes are pre-drilled into speaker, 
but you can relocate as needed for 
installation conditions. Use 5 #6 x 1/2 
screws per bracket into the speaker Rixos-H2

Use appropriate fastener to secure bracket 
to wall. If driving into studs, we suggest #8 
x 2 1/2" drywall screws. If securing to 
sheetrock, we suggest E-Z Ancor.

Typical wall assembly 

1/8" thick closed cell 
foam between wall and 
speaker cabinet

4 1/2"

1/8"

Acoustically transparent fabric 1/2" gap or more

4"

4 5/8"

6-Conductor Pigtail
Connection Location TBD
Wire Connections
1- Red High Frequency Driver +
2- Black High Frequency Driver -
3- Yellow Mid Frequency Driver + 
4- Green Mid Frequency Driver -
5- Brown Low Frequency Driver +
6 -Blue Low Frequency Driver -

Side View

Typical wall assembly 

Rixos-H2

1/8" 4 1/2"

Acoustically transparent fabric 

7"

1/8" thick closed cell 
foam between wall and 
speaker cabinet

1/2" gap or more

4"

4 5/8"

E-Z Ancor 

Use #6 x 2 1/2" wood drywall 
screw to secure speaker to wall. 
If securing to sheetrock, we 
suggest E-Z Ancor.

Shock mount bracket. Use 4 per speaker. 2 
on Top, and 2 on Bottom. Pilot holes are pre-

drilled into speaker, but you can relocate as 
needed for installation conditions. Use 5 #6 x 

1/2 screws per bracket into the speaker.

6-Conductor Pigtail
Connection Location TBD
Wire Connections
1- Red High Frequency Driver +
2- Black High Frequency Driver -
3- Yellow Mid Frequency Driver + 
4- Green Mid Frequency Driver -
5- Brown Low Frequency Driver +
6 -Blue Low Frequency Driver -
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Rixos-H2 - On-Wall Concealed Mounting Detail



Side View

Typical wall assembly 

Rixos-H2

3/8"

7 1/8"

4"
1/4"

E-Z Ancor 

Cleat mounting system
Use appropriate fastener to secure bracket to wall. If 
driving into studs, we suggest #8 x 1 5/8" drywall screws. 
If securing to sheetrock, we suggest E-Z Ancor.

Speaker grille
Grille is secured with magnets

6-Conductor Pigtail
Connection Location TBD
Wire Connections
1- Red High Frequency Driver +
2- Black High Frequency Driver -
3- Yellow Mid Frequency Driver + 
4- Green Mid Frequency Driver -
5- Brown Low Frequency Driver +
6 -Blue Low Frequency Driver -

Top View
Rixos-H2

Typical wall assembly 

Cleat mounting system
Use appropriate fastener to secure bracket to wall. If 
driving into studs, we suggest #8 x 1 5/8" drywall 
screws. If securing to sheetrock, we suggest E-Z Ancor.

4 9/16"

E-Z Ancor

57" (adjustable based upon TV model )

1/4"

4"

5/16"

Speaker grille
Grille is secured 
with magnets

12" cleat width
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Rixos-H2 - On-Wall Visible Mounting Detail



Side View

Typical 2x4 wall assembly 
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Rixos-H2
Note: Observe wall opening width 

shown here. Cut must be smooth and 
clean for proper installation. Use 

template provided by Grimani Systems.
Ensure that the assembly is air-tight.

1 5/8" countersunk wood screw

Speaker grille
60 1/8" x 9 5/8" x 7/16"

3 3/8"

4"

Install 3/4" wide x 1/4" thick 
foam tape on stud to avoid 

rattles. Note: Use adhesive in 
addition to the tape's adhesive.

Typical 2x4 wall assembly 
Rixos-H2
Note: Observe wall opening height 
shown here. Cut must be smooth and 
clean for proper installation. Use 
template provided by Grimani Systems.
Ensure that the assembly is air-tight.

Speaker grille
60 1/8" x 9 5/8" x 7/16"

57" cabinet width

57 3/8" wall opening width

InWall mounting bracket

60 1/8" speaker grille width

Grille is secured to mounting 
bracket using magnets

Install 3/4" wide x 1/4" thick 
foam tape on stud to avoid 
rattles. Note: Use adhesive in 
addition to the tape's adhesive.

1 5/8" countersunk wood screw 

59 1/16" mounting bracket width

6-Conductor Pigtail
Connection Location TBD
Wire Connections
1- Red High Frequency Driver +
2- Black High Frequency Driver -
3- Yellow Mid Frequency Driver + 
4- Green Mid Frequency Driver -
5- Brown Low Frequency Driver +
6 -Blue Low Frequency Driver -

1x1 angle material 
mounting bracket

Grille is secured to mounting 
bracket using magnets

Rixos-H2
Note: Observe wall opening dimensions.

Cut must be smooth and clean for 
proper installation. Use template 

provided by Grimani Systems. Ensure 
that the assembly is air-tight.

1 1/8" countersunk sheetmetal screw
Use 2" length for thicker walls

First set of 1" screws go into the 
backing plate to hold it in place. 8? 
per side for the long pieces. 3 per 

for the short pieces.

3/16"

1/32" rubber gasket supplied 
by Grimani Systems

7/16"

Speaker grille
60 1/8" x 9
5/8" x 7/16"

1.5" x .75" backing framing as needed 
and adhered fastened with 1" wood 
screws.
Note: for installations using plywood 
or sheetrock + plywood
the backing plate is not needed
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Rixos-H2 - In-Wall Mounting Detail




